
Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P01 18x139

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 18

E W PONG TM 400  - E1 -

Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P02 18x139

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 18

E W PONG TM 400  - E1 -



Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P03 18x139

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 18

E W PONG TM 400  - E1 -

Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P04 9/20x141

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 20

E W PONG TM 400  - E1 -

Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P05 18x140

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 18

E W PONG TM 400  - E1 -



Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P06 18x139

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 18

E W PONG TM 400  - E1 -

Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P07 18x139

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 18

E W PONG TM 400  - E1 -

Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P09 40x66

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 40

E W PONG TM 400  - E1 -



Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P10 33x140

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 33

E W PONG TM 400  - E1 -

Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P11 18x139

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 18

E W PONG TM 400  - E1 -

Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P12 27x139

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 27

E W PONG TM 400  - E1 -



Platowood BV, Westervoortsedijk 73, 6827AV Arnhem

13

EN 14915

Platowood Poplar P13 40x66

Application: Unprotected exterior (use class 1-3)

Fire & smoke class: D-s2 d0

Density & thickness: 400, 40

E W PONG TM 400  - E1 -

 


